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MELSEC-L Options

Model Number L6DSPU (*1)
Stocked Item S
Number of Display Characters 16 characters x 4 lines
Language Selection English and Japanese
Backlight Display Green and red
Weight (kg) 0.03
Dimensions (W x H x D) mm 45 x 50 x 17.3

Options
Display Module Specifications
Use the Display Module for on-site maintenance and troubleshooting, directly from the PLC without a computer or software. Monitor 
devices, force devices and adjust intelligent function module parameters, all while using User Messages prompted by the program.

Note 1: Display unit included in CPU sets, L02CPU-SET and L26CPU-BT-SET.

Model Number L6ADP-R2
Stocked Item S
Maximum Data Transmission Speed 115.2kbps
5VDC Internal Current Consumption 0.02A
Weight (kg) 0.10
Dimensions (W x H x D) mm 28.5 x 90 x 95

RS-232 Adapter Specifications

Model Number Memory Card Stocked Item
NZ1MEM-2GBSD 2GB S
NZ1MEM-4GBSD 4GB S

Memory Cards
Mitsubishi Electric provides industrial grade SD memory cards for the L Series. Commercially available SD/SDHC cards 
supported up to 32GB.

Backup Batteries 
Uses standard Q Series backup batteries. See Q Series Programmable Controllers section for more details.

Model Number L6EC L6EC-ET
Stocked Item S S
Rated Switching Voltage, Current - 24VDC, 0.5A
Minimum Switching Load - 5VDC, 1mA

Response Time - OFF to ON: 10ms or less; 
ON to OFF: 12ms or less

Life -
Mechanical: 20 million or more Electrical: 100 
thousand or more for rated switching voltage 
and current

Surge Suppressor - None
Fuse - None
External Connection System - Spring clamp terminal block

Applicable Wire Size - 0.3 to 2.0mm² (AWG22 to 14)  
(Stranded wire/single wire)

Internal Current Consumption 0.04A 0.06A
Weight (kg) 0.06 0.11
Dimensions (W x H x D) mm 13 x 90 x 95 28.5 x 90 x 95

End Cover and End Cover with Error Terminal

Note: L Series CPU modules and the CC-Link IE Field Slave Head Station are supplied with a standard End Cover included.
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Category Model Number Description Stocked Item Applicable Products (*1)

Connectors (For User-Made Cables)

A6CON1 FCN, 40 Pin, Solder Type S
L02CPU, L26CPU-BT, LX_, LY_, 
LD75_, LD62_, QX_, QY_, QH42P, 
QX41Y41P, Q66DA-G, Q68RD3-G, 
QD75_, QD72P3C3

A6CON2 FCN, 40 Pin, Crimp Type S
A6CON3 FCN, 40 Pin, IDC Type S

A6CON4 FCN, 40 Pin, Solder Type, Low-
Profile -

Direct-Wire Cables

LCBL40P-2M 2.0m I/O Pigtail Cable, 40 Pin S L02CPU, L26CPU-BT, LX_, LY_, 
LD75_, LD62_, QX_, QY_, QH42P, 
QX41Y41P, Q66DA-G, Q68RD3-G, 
QD75_, QD72P3C3

LCBL40P-5M 5.0m I/O Pigtail Cable, 40 Pin S

LCBL40P-10M 10m I/O Pigtail Cable, 40 Pin S

Terminal Block Dedicated Cables

FA-SCBL05FMV-M 0.5m Terminal Block Cable S

FA-LTB40P
FA-SCBL10FMV-M 1.0m Terminal Block Cable S
FA-SCBL15FMV-M 1.5m Terminal Block Cable -
FA-SCBL20FMV-M 2.0m Terminal Block Cable S

AC_TB
Terminal Block Cable. _ = 0.5m, 
1.0m, 2.0m, 3.0m, 4.0m, 5.0m, 
8.0m, 10.0m length

S A6TBXY36, A6TBXY54

Terminal Blocks

FA-LTB40P Terminal Block, 40 Point S L02CPU, L26CPU-BT

A6TBXY36 Terminal Block, 32 Point S LY41NT1P, LY42NT1P, 
LY41PT1P, LY42PT1P, QX41_, 
QX42_, QY41_, QY42_, QH_, 
QX41Y41PA6TBXY54 Terminal Block, 32 Point, 2-Wire -

Extension Cable

LC06E 0.6m Extension Cable S L6EXB

LC10E 1.0m Extension Cable S
L6EXE

LC30E 3.0m Extension Cable S

Note 1: Applicable products are FCN connector type CPUs and Modules.

Connectors, Cables and Terminal Blocks
For connector type I/O, all L Series and Q Series modules use the same FCN connector. Connectors, cables and terminal blocks are available for both.

Spring Clamp Terminal Block
Model Number L6TE-18S
Stocked Item S

Compatible Modules
I/O Module LX10, LX28, LX40C6, LY10R2, LY18R2A, LY20S6, LY28S1A, LY40NT5P, LY40PT5P
Intelligent Function 
Module

L60AD4, L60ADIL8, L60ADVL8, L60AD4-2GH, L60DA4, L60DAIL8, L60DAVL8, L60AD2DA2, L60TCRT4, L60TCRT4BW, 
L60MD4-G (*1)

Wire Strip Length 8 to 11mm
Terminal Block Screw Torque Range 0.66 to 0.89 N·m
Dimensions (W x H x D) mm 20 x 76.8 x 20
Weight (kg) 0.04kg

Note 1: Only when no thermocouple input is used.


